
                835E  Wheel loader 

                         

                                                                   

 

 

 
 

                      Bucket Capacity                                    1.75 ς 2.2m3 

                      Rated Payload                                               3500kg 

                      Operating Weight                                        11620kg 

                      Rated Power                                  130HP/2200rpm 
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    Standard Features 

 

                                                                                                                   Efficiency rules the future      

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

V Powerful Cummins 

Engine 

 

V Spacious ROPS/FOPS 

cabin ς largest in its 

class with pillar-less 

glass(front & rear) 

offering superb 

panoramic visibility 

for safer operations. 

 

  

V Heavy duty loader 

arm assembly and Z 

bar linkage for 

increased 

performance and 

maximum breakout 

force. 

 

V High performance 

Power train system 

 

Introducing the new series of Lonking Wheel Loaders ranging from 

1.5 - 4.5m3 The CDM series have been designed to deliver strength, 

performance and durability also with superior  driver comfort 

provided the extra large cabins. The robust structure of the CDM 

wheel Loader series are built to withstand the harshest working 

environments offering a safer and more effective performance also 

making these machines overtime to be extremely reliable. 

 



 Operators Station 

 

                                             

      

 

 

 

 

Spacious panoramic cabin largest in its class offers 

superb all round visibility for much safer and effective 

operations. This design provides the ultimate working 

environment for the opertator. 

 

V Ergonomically designed joystick control 

system with automatic self levelling  & 

optional ride control.  

V Fully adjustable steering column 

comprised with instrument panel and 

electronic monitoring system for early 

trouble shooting.  

V KAB fully adjustable suspension seat with 

lumbar support keeps driver more 

productive and less fatigued.  

V Factory A/C and heating. 
V  

 

 

 

Standard inbuilt fridge 

compartment with both 

cooling and heating 

functions. 

 

Standard rear view camera 

system with roof mounted 

LCD monitoring screen.  

 

Pillar mounted electric 

two speed fan for 

increased air circulation. 
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Power train   

             ENGINE 

                    AXLES AND TRANSMISSION       

 

                                               

     

           

   

                          

 

   Powerful  6 cylinder Cummins 6CTA5.9-

C130 turbocharged water-cooled diesel 

engine is characterised with compact 

structure high efficient power and 

reliability. 

 

Heavy duty Lonking Axles and Transmission are 

specifically designed to resist all harsh working 

environments .All components are engineered from 

the latest state of the art technologies to provide 

durable and reliable operations.    

The 3 speed power shift transmission with 

semi automatic function which is operated 

from the ZF electric quick shift joystick. 

This makes for smooth operations. 

Standard diff locking system 

provides ultimate traction 

through harsh terrains. 
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      Hydraulic System                        

            HYDRAULICS 

                      

 

 

 

 

 

 

 

 

 

 

Lonkings CDM series runs with world 

famous Eaton Hydraulics.This system consist 

of a dual gear pump which distributes flow 

to main distributor valve block and steering 

pump. With higher output flow and reduced 

vibration and noise which increases work 

efficiency. 
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Articulation & Loader Arm assembly  

               

 

 

 

 

 

 

 

 

                

The 835 heavy duty articulation joint 

design allows for better stability and 

smaller turning radius . 

The well structured Loader arm 

assembly and Z linkage bar provides 

maximum performance, allowing 

higher resistance and durability to 

accommodate heavy workloads. 
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 Serviceability  

 

 

 

 

        

 

 

 

 

 

 

 

 

 

 

                

 

 

 

                       

All service and maintenance points are all easily 

accessible from ground level which makes routine 

check- ups far more efficient. 

Easy access to battery 

box and tool box  

All hydraulic hoses and piping  are all 

assembled in sequence which allows for 

easier and faster replacement .   
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