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Engine                                                                Perkins 403D-15   

Net Power                                                                          24.4Kw 

 Weight                                                                                                          

Operating weight                                                             2450Kg 

Bucket        

Bucket capacity                                                                  0.45m3 
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V Perkins engine Tier 3 

Euro stage III 

compliant. 

 

VHydrostatic four wheel 

drive system. 

 

V Compact and flexible 

design ensuring high 

manoeuverability in 

cramped confined 

spaces. 

 

V Hydraulic quick hitch 

device which can 

satisfy multiple 

purposes for 

customers with a 

comprehensive range 

of tool attachments. 

 

 

V Heavy duty loader arm 

assembly designed to 

resist all heavy duty 

applications. 
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 Operators Station 

ü Fully adjustable steering 

column with sealed 

instrument panel and easy to 

read illuminated gauges and 

indicators keeping the 

operator informed of system 

conditions. 

 

ü Multi - functional joystick  

provides easier and efficient 

control with minimal effort. 

With smooth control over the 

hydraulics also an intergraded 

directional control switch and 

quick speed change switch 

which reduces driver fatigue 

and increase work efficiency. 

All functions can be operated 

using the one hand. 

 

ü Fully adjustable  

Grammer  

suspension seat.  

ü 100 % all round visibility from driverôs station for maximum safety and performance. 

 

Ergonomical operating station offering a safer and 

more effective performance. 
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  Powerful Perkins 403D-15 Engine offering a much quieter                  Italian made Comer Axles provides ultimate rim pull and              

  and cleaner operation also delivering an outstanding                         performance also with multiple wet disc braking  

  performance .The  24.4Kw (32.72Hp) Tier 3 engine meets all               system providing safer and more reliable operations. 

  Stage 3 emission standards . 

 

 

 

 

 

 

    

  Power Train 
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  Hydraulic System  

 

     

ü High volume hydraulic system powered by 

the world renowned brand Bosch ς

Rexroth. The hydro static drive system in 

the XG 904 provides maximum pushing 

power, higher work efficiency and 

durability .The systems is comprised of a 

variable displacement pump and drive 

motor. 
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Articulation & Quick hitch  

ü Heavy duty articulation and 

oscillation joint provides 

ultimate stability, 

manoeuvrability and smaller 

turning radius which excels 

in cramped confined spaces. 

ü Hydraulic quick hitch device which 

can satisfy multiple purposes for 

customers with a comprehensive 

range of tool attachments. 

 

ü Heavy duty loader arm assembly  

which has been designed to allow 

for higher reach and tipping height. 

Also this well structured beam is 

made to resist all heavy duty 

applications. 

 

 

P/6 



 

 

 

 

 

 

 

                                                         

 

                                                                                                                                        

 

 

 

 

Safety and design 

ROPS   -    ISO   3471 

FOPS   -    ISO   3449 

 

ü Hydraulic lock out on 

joystick control for 

safer maintenance 

and work efficiency. 

This function 

increases the safety of 

all public bystanders. 

ü Standard certified Roll over 

protection and falling object 

protection structure ensures 

absolute operator safety which 

also meets international 

standards. 

P/7 



 

 

 

 

 

 

 

 

 

 

 

Serviceability 

The XG904 offers very easy maintenance and 

servicing accessibility with the tiltable bonnet. 

This provides safer, faster and easy servicing of 

the machine. 

All pressure testing points are within easy 

access through removing inspection plate or 

tilting the bonnet. 
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Specification                                                                            dimensions and lubricant 
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